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Montano CMP Corridor

Study Area

Level of Congestion
No Significant 

Minor

Moderate

Severe
INTERSTATE 40

CITY OF ALBUQUERQUE

#2
Study Area
Length & No. of Segments
Functional Class
Access Control
Lanes

Transit
Bicycle Facilities

Daily Volume
Average Speeds (PM East)
Average Speeds (PMWest)
Total Delay (PM East)
Total Delay (PMWest)

Measure 2000 2008 2035
Population 38,947 42,165 43,512
Employment 17,858 19,065 23,625

Volume/Capacity Ratio
Speed Differential
Crash Rates
Overall Rank

8 / 30
8 / 30
2 / 30

16.2 Sq. Miles
6.3 Miles 13 segments
Principal Arterial

Designated corridor: Yes

Lanes: Entire corridor
ABQ Ride : Route 157 (local)

Corridor Ranks
4 / 30

Corridor Profile

Demographic Trends

13,000 47,000
12 46 mph
12 45 mph

111 seconds (18 sec./mile)
197 seconds (31 sec./mile)

4 6 lanes

Summary Data

Intelligent Transportation
Systems ITS deployment: Yes F, CCTV, DMS, VDS

Limited access: Coors to Griegos Drain

• Montaño is an east-west principal arterial in the City of Albuquerque. Montaño provides access from the 
region’s Westside to the I-25 corridor and is one of nine river crossings in the AMPA.

• The CMP corridor runs between Unser and I-25.
• Predominant movement along Montaño is eastbound in the AM and westbound in the PM.
• Congestion is most severe west of I-25 and between Rancho Caballero and Edith.
• Montaño experiences high volume-to-capacity ratios and speeds below posted limits across the stretch 

between Coors and I-25.
• The highest volume segment of Montaño is west of I-25 (47,000 daily vehicles).
• Crash rates along the corridor are 33% above the regional average. Intersections at 4th St. and Coors have 

rates more than three times the regional average.
• Projected growth in the study area is mostly in the form of additional employment. However, future 

growth across the Westside may result in additional traffi  c along Montaño.

Corridor Notes

• ABQ Ride operates two routes along Montaño (157 and 162) and several com-
muter routes which intersect the corridor.

• Route 157 provides local service between Kirtland AFB and the Northwest 
Transit Center and passes along Montaño between Golf Course and I-25. 
Route 157 averaged more than 1,200 riders per weekday in April 2011.

• Route 162 provides commuter service between CNM West in Rio Rancho and 
Coors/Montaño and passes along Montaño between Unser and Coors.

Transit Characteristics



Average Weekday Daily Traffi  c

ID Location
Length
(Miles)

Posted
Speed
(MPH)

2010
Volume
(AWDT)

1.1 EAST OF UNSER WEST OF GOLDEN 0.42 40 13,105
1.2 EAST OF GOLDEN WEST OF SAN ILDEFONSO 0.25 40 15,159
1.3 EAST OF SAN ILDEFONSO WEST OF VALLE VISTA 0.50 40 17,941
1.4 EAST OF VALLE VISTA WEST OF TAYLOR RANCH RD 0.17 40 18,621
1.5 EAST OF TAYLOR RANCH RD WEST OF COORS 0.48 40 24,407
2.1 EAST OF COORS WEST OF WINTER HAVEN 0.14 40 24,452
2.2 EAST OF WINTER HAVEN WEST OF RANCHO CABALLERO 1.64 40 26,164
2.3 EAST OF RANCHO CABALLERO WEST OF 4TH ST 0.89 35 26,670
2.4 EAST OF 4TH ST WEST OF 2ND ST 0.26 35 27,755
3.1 EAST OF 2ND ST WEST OF EDITH 0.48 40 24,154
3.2 EAST OF EDITH WEST OF RENAISSANCE 0.52 45 24,671
3.3 EAST OF RENAISSANCE WEST OF PAN AMERICAN WEST 0.52 45 47,042
3.4 EAST OF PAN AMERICAN WEST I 25 OVERPASS 0.06 35 21,789

ID and Segment Names

Access Characteristics

1.1 1 2 0 No 2 5 0 No Median Turn Bay
1.2 0 1 0 No 1 0 0 No Median Turn Bay
1.3 0 3 0 No 1 4 0 No Median Turn Bay
1.4 0 1 0 No 2 0 0 No No
1.5 1 2 1 No 3 2 1 No Median Turn Bay
2.1* 0 0 1 No 1 1 0 No No
2.2* 3 1 0 No 3 0 0 No MTB / Median Cut
2.3 8 6 0 No 16 0 0 No Continuous / MTB
2.4 11 1 1 No 5 1 1 No Median Turn Bay
3.1 6 1 1 No 5 1 1 No Median Turn Bay
3.2 1 2 1 No 5 2 1 No Median Turn Bay
3.3 2 2 1 No 0 2 1 No No
3.4 0 0 0 No 0 0 1 No No
Total 33 22 6 44 18 6

East Bound West Bound
ID Center Turn Lanes

Driveways Intersections Right Turn
Lanes

On Street
Parking

Driveways Intersections Right Turn
Lanes

On Street
Parking

*Indicates access-controlled segment

Congestion Management Process Atlas • Mid-Region Council of Governments • 2010

Volume & AccessMontaño Rd

• Montaño is an access-controlled facility between Coors Blvd and the Griegos 
Drain.

• Most of the Montaño corridor contains median turn bays to facilitate left turns. 
There is a stretch between Rancho Caballero and 4th St that contains continu-
ous center-turn lanes.

• There are 13 signalized intersections along the CMP corridor; an average of 
one signal every 0.49 miles.

Access Notes

• The heaviest volumes along Montaño Rd occur 
between Renaissance Blvd and Pan-American 
West/I-25 (47,000 AWDT in 2010).

• Overall average volumes increased by 17% be-
tween 2000 and 2008.  During that same period, 
the population in the study area increased by 8%.

• The highest volume increase (45%) from 2000 to 
2010 occurred between Rancho Caballero and 4th 
St.

• In 2010, 26,000 vehicles crossed the Rio Grande 
along Montaño each weekday.

Volume Notes
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Speed Diff erential & Volume/Capacity

PM Speed Diff erential AM Speed Diff erential Speed Diff erential (Observed Speed vs. Posted Speed)
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PM Volume/Capacity RatioAM Volume/Capacity RatioVolume/Capacity Ratio
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Montaño Rd

AM WB AM EB PM WB PM EB AM WB AM EB PM WB PM EB
1.1 EAST OF UNSER WEST OF GOLDEN 40 25.2 39.0 15.3 42.5 36.9% 2.5% 61.7% 6.3%
1.2 EAST OF GOLDEN WEST OF SAN ILDEFONSO 40 37.2 31.5 36.8 25.9 7.1% 21.2% 8.0% 35.3%
1.3 EAST OF SAN ILDEFONSO WEST OF VALLE VISTA 40 36.9 40.6 31.4 43.7 7.8% 1.5% 21.4% 9.2%
1.4 EAST OF VALLE VISTA WEST OF TAYLOR RANCH RD 40 36.0 26.9 38.5 24.9 9.9% 32.7% 3.8% 37.9%
1.5 EAST OF TAYLOR RANCH RD WEST OF COORS 40 35.6 25.1 25.4 38.6 11.0% 37.3% 36.4% 3.4%
2.1 EAST OF COORS WEST OF WINTER HAVEN 40 29.9 35.8 11.9 38.5 25.2% 10.5% 70.3% 3.7%
2.2 EAST OF WINTER HAVEN WEST OF RANCHO CABALLERO 40 42.7 37.3 42.8 45.6 6.8% 6.7% 6.9% 14.0%
2.3 EAST OF RANCHO CABALLERO WEST OF 4TH ST 35 38.0 20.0 40.8 36.6 8.5% 42.7% 16.4% 4.5%
2.4 EAST OF 4TH ST WEST OF 2ND ST 35 24.2 21.7 34.9 11.8 30.9% 38.0% 0.2% 66.4%
3.1 EAST OF 2ND ST WEST OF EDITH 40 29.9 24.6 16.9 28.8 25.3% 38.5% 57.7% 27.9%
3.2 EAST OF EDITH WEST OF RENAISSANCE 45 30.8 41.2 26.0 40.3 31.6% 8.5% 42.2% 10.4%
3.3 EAST OF RENAISSANCE WEST OF PAN AMERICAN WEST 45 44.0 26.8 45.1 23.3 2.2% 40.5% 0.3% 48.2%
3.4 EAST OF PAN AMERICAN WEST I 25 OVERPASS 35 34.8 30.9 36.6 25.5 0.6% 11.7% 4.5% 27.1%

Speed DifferentialSpeed (MPH)Posted
Speed

LocationID

AM WB AM EB PM WB PM EB
1.1 EAST OF UNSER WEST OF GOLDEN 0.32 0.42 0.50 0.37
1.2 EAST OF GOLDEN WEST OF SAN ILDEFONSO 0.30 0.51 0.54 0.44
1.3 EAST OF SAN ILDEFONSO WEST OF VALLE VISTA 0.24 0.63 0.72 0.45
1.4 EAST OF VALLE VISTA WEST OF TAYLOR RANCH RD 0.16 0.51 0.68 0.41
1.5 EAST OF TAYLOR RANCH RD WEST OF COORS 0.23 0.94 0.95 0.50
2.1 EAST OF COORS WEST OF WINTER HAVEN 0.24 1.17 0.93 0.54
2.2 EAST OF WINTER HAVEN WEST OF RANCHO CABALLERO 0.34 1.07 1.09 0.45
2.3 EAST OF RANCHO CABALLERO WEST OF 4TH ST 0.24 1.19 1.14 0.51
2.4 EAST OF 4TH ST WEST OF 2ND ST 0.32 1.02 0.98 0.48
3.1 EAST OF 2ND ST WEST OF EDITH 0.23 0.55 0.51 0.36
3.2 EAST OF EDITH WEST OF RENAISSANCE 0.44 0.92 0.78 0.67
3.3 EAST OF RENAISSANCE WEST OF PAN AMERICAN WEST 1.02 1.20 1.28 1.19
3.4 EAST OF PAN AMERICAN WEST I 25 OVERPASS 0.82 0.58 0.84 0.84

LocationID Ratio



Delay & Safety
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Intersections with Reported Crashes 2005-2009 
Travel Time & Delay Safety

Crash Type 2005 2006 2007 2008 2009
Fatal accident 0 0 0 1 0
Non fatal accident injury 91 78 95 87 95
Property damage only 169 204 231 259 232
All Crashes 260 282 326 347 327

All Crashes along the Corridor 
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Unser X 35 71 112 136 181 194 323 411 491 551 598 678 686 Unser X 2 10 6 16 17 18 1 4 49 66 71 109 111
Golden 98 X 35 77 101 145 159 288 375 456 516 563 642 651 Golden 60 X 12 9 18 19 20 2 2 51 68 73 111 114
San Ildefonso 122 25 X 41 66 110 123 253 340 420 481 527 607 616 San Ildefonso 62 2 X 4 5 7 7 11 15 39 56 60 99 101
Valle Vista 180 82 57 X 24 69 82 212 299 379 440 486 566 575 Valle Vista 74 14 12 X 9 11 11 7 11 42 59 64 103 105
Taylor Ranch Rd 195 98 73 16 X 45 58 187 275 355 415 462 542 550 Taylor Ranch Rd 75 15 13 1 X 2 2 16 20 33 50 55 93 96
Coors Blvd 263 165 141 83 68 X 13 143 230 310 371 417 497 506 Coors Blvd 100 40 38 25 25 X 0 18 22 32 49 53 92 94
Winter Haven 306 209 184 127 111 43 X 129 217 297 358 404 484 492 Winter Haven 130 70 68 56 55 31 X 18 22 31 48 53 91 94
Rancho Caballero 445 347 322 265 249 182 138 X 87 168 228 274 354 363 Rancho Caballero 121 60 58 46 46 21 10 X 4 49 66 71 110 112
4th St. 523 425 400 343 327 260 216 78 X 80 141 187 267 276 4th St. 108 48 46 33 33 8 22 13 X 53 70 75 113 116
2nd St. 550 452 427 370 355 287 243 105 27 x 60 107 187 195 2nd St. 108 48 46 33 33 8 22 13 0 x 17 22 60 62
Edith 653 555 531 473 458 390 346 208 130 103 x 46 126 135 Edith 167 107 105 93 92 68 37 47 60 59 x 5 43 46
Renaissance 725 627 603 545 530 462 418 280 202 175 72 X 80 89 Renaissance 198 138 136 123 123 98 67 77 90 90 30 X 38 41
Pan American West 766 669 644 586 571 503 460 322 243 216 113 41 x 9 Pan American West 198 137 135 123 123 98 67 77 90 90 30 0 x 0
I 25 Overpass 772 675 650 593 577 509 466 328 249 222 119 47 6 X I 25 Overpass 197 137 135 123 122 98 67 77 90 89 30 0 0 X

Montaño Rd
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Unser X 0.4 0.7 1.2 1.3 1.8 2.0 3.6 4.5 4.7 5.2 5.8 6.3 6.3 Unser x 5.3 15.4 5.5 11.7 9.5 9.0 0.1 1.0 10.3 12.6 12.3 17.4 17.6
Golden 0.4 X 0.3 0.8 0.9 1.4 1.5 3.2 4.1 4.3 4.8 5.3 5.9 5.9 Golden 144.9 x 49.2 11.5 19.4 13.9 12.9 0.5 0.5 11.8 14.1 13.7 19.0 19.2
San Ildefonso 0.7 0.3 X 0.5 0.7 1.1 1.3 2.9 3.8 4.1 4.6 5.1 5.6 5.7 San Ildefonso 92.9 7.9 x 7.6 8.1 6.0 5.7 3.7 3.8 9.5 12.2 11.9 17.6 17.9
Valle Vista 1.2 0.8 0.5 X 0.2 0.6 0.8 2.4 3.3 3.6 4.1 4.6 5.1 5.2 Valle Vista 63.7 18.9 24.5 x 54.8 16.6 14.2 2.9 3.3 11.9 14.6 14.0 20.1 20.3
Taylor Ranch Rd 1.3 0.9 0.7 0.2 X 0.5 0.6 2.3 3.1 3.4 3.9 4.4 4.9 5.0 Taylor Ranch Rd 56.1 16.1 19.2 3.5 x 3.2 3.2 7.2 6.4 9.8 12.9 12.5 18.9 19.2
Coors Blvd 1.8 1.4 1.1 0.6 0.5 X 0.1 1.8 2.7 2.9 3.4 3.9 4.5 4.5 Coors Blvd 54.9 28.2 32.7 39.1 51.6 x 3.4 9.9 8.1 10.8 14.2 13.6 20.6 20.9
Winter Haven 2.0 1.5 1.3 0.8 0.6 0.1 X 1.6 2.5 2.8 3.3 3.8 4.3 4.4 Winter Haven 66.5 45.4 52.8 70.7 88.9 213.2 x 11.1 8.7 11.2 14.7 14.0 21.2 21.4
Rancho Caballero 3.6 3.2 2.9 2.4 2.3 1.8 1.6 X 0.9 1.1 1.6 2.2 2.7 2.7 Rancho Caballero 33.5 19.0 20.0 19.0 20.2 11.8 5.8 x 4.4 43.1 40.6 33.1 41.0 41.0
4th St. 4.5 4.1 3.8 3.3 3.1 2.7 2.5 0.9 X 0.3 0.7 1.3 1.8 1.8 4th St. 24.0 11.7 12.0 10.1 10.4 3.0 8.9 14.5 x 203.3 94.1 59.3 63.6 62.8
2nd St. 4.7 4.3 4.1 3.6 3.4 2.9 2.8 1.1 0.3 X 0.5 1.0 1.5 1.6 2nd St. 22.7 11.0 11.2 9.3 36.0 33.4 24.2 67.1 342.6 x 34.9 21.6 39.5 39.5
Edith 5.2 4.8 4.6 4.1 3.9 3.4 3.3 1.6 0.7 0.5 x 0.5 1.0 1.1 Edith 32.0 22.3 23.1 22.9 23.7 19.8 11.3 28.6 79.7 122.9 x 9.3 41.7 41.5
Renaissance 5.8 5.3 5.1 4.6 4.4 3.9 3.8 2.2 1.3 1.0 0.5 X 0.5 0.6 Renaissance 34.4 25.8 26.7 26.9 27.8 24.9 17.8 35.8 71.0 89.5 58.4 x 74.3 70.4
Pan American West 6.3 5.9 5.6 5.1 4.9 4.5 4.3 2.7 1.8 1.5 1.0 0.5 x 0.1 Pan American West 31.5 23.5 24.2 24.2 24.9 22.0 15.6 28.8 50.4 59.0 29.2 0.2 x 0.0
I 25 Overpass 6.3 5.9 5.7 5.2 5.0 4.5 4.4 2.7 1.8 1.6 1.1 0.6 0.1 X I 25 Overpass 31.2 23.2 23.9 23.8 24.5 21.6 15.3 28.1 48.5 56.5 27.3 0.7 0.3 x

1. Driver inattention 32 %
2. Following too close 22 %
3. Failure to yield 13 %
4. Red light running 6 %
5. Improper turn 3 %

Top Contributing Factors in Crashes Along Montaño


